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THE 

WOODYATT 

Lawn  Mower 


MANUFACTURED  BY 

TAYLOR-FORBtS  COMPANY,  Limited 

GUELPH,  CANADA 

nil  =11 ir  -ir=ini=.  .int=i|.  =ii ir~ 


Patented  in  England  May  15,  1893.  Patented  in  Canada  May  29,  1893 

Patented  in  United  States  December  12,  1893 


THE  LIGHTEST  RUNNING  MOWER  MADE 


EVERY  MACHINE  WARRANTED 
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TAYLOR-FORBES  COMPANY  LI 


LIST  OF  PARTS  FOR  THE1 


Order  Repairs  by  figure  number  and  describe  as  per  list 
opposite,  being  particular  ^to  state  Style  of  Machine, 
Year  of  Manufacture  (indicated  by  letters  appearing 
on  Side  Plate  or  Cheeks),  also  side  of  machine  whether 

right  or  left  hand  when  pushing  the  mower. 
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I ITED  - GUELPH,  ONT. 

i WOODYATT”  LAWN  MOWER 


—Cross  Bar  (give  length  of  cut)  

—Drive  Wheel  (right  or  left  hand)  .... 

—Left  Side  Plate 

—Right  Side  Plate 

E — Right  Hand  Half  Box 

E -Left  Hand  Half  Box  

—Pawl 

—Cotter  Pin  for  Wheel 

— Piriion,  left  harlfl 

— Pinion,  right  hand  

—Handle  Brace  (give  length  of  cut)  . . 

— Left  Hand  Roller  Bracket 

—Right  Hand  Roller  Bracket  

—Pinion  Cover  Screw  

—Half  Box  Screw  

—Pinion  Cover  

— Knife  Back  Bolt  

— Cylinder  Centre  (state  if  4 or  5 wing) 

— Cylinder  Rivet 

1 —Cylinder  End  (state  if  4 or  5 wing)  . . 

2— Handle  Brace  Bolt  

.3 — Malleable  Handle  Brackets,  per  pair 

— Bolt  for  Handle  Bracket 

\ — Cap  Screw  for  Knife  Back . . . . 

8 — Roller  Bracket  Bolt  

9 — Knife  Back  Set  Screw 

0 — Wrench ....  

1 — Handle  for  Sharpening  Mower 

2—  Wood  Handle,  complete  (no  cut). . . . 

3 —  Wood  Handle,  Cross  Bar  (no  cut)  . . 

4 —  Wood  Handle,  Straight  Bar  (no  cut) 

5 — Sharpening  Pawl  (no  cut)  
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12-in. 

—Wood  Roller $ 0 20 

—Lower  Knife,  Back 35 

— Lower  Knife 35 


l — Lower  Knife  and  Back 


Attached 90 

— Cylinder  Knife #) 

— Cylinder  Shaft 25 

— Cylinder 2 00 
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EVERY  MOWER  IS  CAREFULLY  EXAMINED  AND  TESTED 
BEFORE  LEAVING  THE  FACTORY. 


LIST  OF  SIZES  OF  MOWERS  MADE: 


1 2 inch. 


1 4 inch. 


1 6 mctr:^r  1 8 inch.  20  irkch. 


INSTRUCTIONS  FOR 

SHARPEN!^  the  KNIVES  | 

FOR  THE 

WOODYATT|_AWN  MOWER 

When  necessary,  the  Kniv«|s  should  be  sharpened  wit^  oil  and 
emery  as  follows  : — Take  off  the  f^Tt  Hand  'Driving  Wheel  and  Pinion, 
remove  Pawl,  and  put  in  Blank  Pawl  sent  with  Machine,  replace  Pinion 
Wheel  and  screw  the  handle  (No?  31  in  cut)  into  the  hole  in  the  Wheel 
and  having  covered  the  upper  sidfj  of  the  Lower  Knife  with  a thin  paste 
^ made  of  fine  emery  (No.  90  or  l(/0)'and  Oil,  turn  the  Machine  wrong 
side  up,  resting  the  Cross  Bar  acipss  a bgx,  beftch  or  convient  support, 
turn  the  knives  backward  till  you  bring  thenV  to  an  edge.  The  Lower 
Knife  can  then  be  set  up  so  the  revolving  Knives  will  just  clear  it, 
as  follows  : With  a screw"  driver  turn  the  Set  Screw  nearest  the 

Cylinder  a little  to  left  so  as  to  screw  it  out  say  one-eighth  of  a turn, 
then  tighten  the  one  nearest  the  Roller.  Repeat  the  operation  on  the 
other  side  of  the  Machine,  and  continue  working  with  the  Set  Screws 
till  you  get  the  Knives  to  just  tip  one  another,  but  not  bind  in  the  least. 
This  adjusting  of  the  knives  must  be  carefully  done,  as  on  it 
depends  the  satisfaction  you  will  have  in  using  the  Machine.  If  the 
Machine  cuts  unevenly  or  runs  hard,  the  Knives  will  be  found  to  be 
either  too  close  together  or  too  far  apart.  They  should  cut  heavy 
wrapping  paper,  and  yet  not  bind  in  turning. 

Usually  the  Oil  and  Emery  are  all  that  are  required,  and  the 
Machine  cannot  be  properly  sharpened  without  them. 

In  moving  the  Pinion,  do  it  carefully  so  as  not  to  lose  the  Pawl, 
and  in  replacing  the  Pawl,  be  sure  to  put  it  in  with  the  square  or 
highest  part  of  the  top,  (the  top  bejng  bevelled)  towards  the  handle. 


DBG 


